
General specs

Name PT-VMZ-AVCART

Materials Birch plywood, MDF, steel, aluminum, tempered glass, polyester fabric

Dimensions (W x H x D) 20.5” x 38” x 20.5” / 52 cm x 96,5 cm x 52 cm

Frame colour WBlack (default), White 

Door colour options Black (Default), Nevada, Walnut

Weight (excl. projector) 110 lb / 50 kg

Warranty 24 months (option to extend up to 60 months)

Technical specs

Power inlet 100-240V ~ 50/60HZ 8A (Fused)

Power outlet 100-240V ~ 50/60Hz, 2A (240W @ 120V)

Power consumption (excl. projector) 75W (0.63A@ 120V)

Sound 2.1-speaker system. Max. SPL 99 dB @ 3.28ft

Operating temperature 32-86 °F / 0–30 °C

19” rack 3U x 11” (depth)

Controls Power, Source, Vol +/-, Pause, Freeze, Mic gain

Bluetooth Remote Yes

Artome Connect App Compatible Yes

Automatic Projector Provisioning Yes

Connections

Front panel 1 x HDMI, 1 x USB-B, 2 x XLR Mic in with Level Control 
2 x XLR out, 1 x USB-A, Power outlet (100-240V~ 50/60Hz) 

Top panel 1 x USB-A (Webcam Connection)

Back panel  1 x HDMI, 1 x Audio in 3,5 mm, 2 x Customizable passthrough slots for D-type connectors 

Projector All unused connectors can be accessed

Projector specs

Compatible projectors VMZ7ST, VMZ6ST, VMZ82, VMZ72, VMZ62 
VMZ71, VMZ61, VMZ51 

Brightness 5200-8000 lm

Power consumption max. 420 W (4.5 A)

Resolution WUXGA (1920 x 1200)

Recommended image size 80-250”

Weight 20 lb / 9.1 kg
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