
KEY FEATURES

– 5.7K Super 35 Sensor

– 4K 60p / 2K up to 240p

– EF Lens Mount

– Dual Native ISO 800/2,500

– 14-Stops of Dynamic Range
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NEW FEATURES
RAW Data Output via 6G SDI
• �5.7K	 Super-35 frame	 1-30fps
• �4K	 Four-Thirds frame	 1-60fps
• �2K	 Four-Thirds frame	 1-120fps

ALL-I Intraframe Recording Codecs
• �4K	 400Mbps 	 10-bit 422 	 29.97p / 25p / 24p / 23.98p
• �UHD	 400Mbps 	 10-bit 422 	 29.97p / 25p / 23.98p
• �2K/FHD	 200Mpbs	 10-bit 422	 59.94p / 50p
• �2K	 100Mbps	 10-bit 422	 29.97p / 25p / 24p / 23.98p
• �FHD	 100Mbps	 10-bit 422	 29.97p /25p / 23.98p

Variable Frame Rates
• �4K/UHD 	 VFR up to 400Mbps 	 10-bit 422	 1-30fps
• �2K/FHD 	 VFR up to 200Mbps 	 10-bit 422	 1-120fps

Additional Interlaced Recording Codecs
• �FHD	 All-I (100Mpbs)	 10-bit 422	 59.94i / 50i
• �FHD	 LongGOP (50Mbps)	 10-bit 422	 59.94i / 50i

Interval Recording (Timelapse & Animation) in LongGOP & All-I

Remote Operation 
• �Using 3rd Party Wired Controllers
• �Focus / Iris / Zoom Control of Canon Compact Cine Servo Zooms 

EVA-LUTION EXPANDED 
 AU-EVA1 Firmware Upgrade Ver. 2.0

DOWNLOAD 
FIRMWARE HERE  

FIRMWARE 
UPGRADE Ver. 2.0

IMPROVEMENTS
MFT Mix 2.2K Mode Image Improvements

Monitoring / Interface
• �LCD signal cloning to HDMI (partial)
• �HOME screen additional controls
• �Waveform access & image improvements
• �Improved file playback (All-I & LongGOP)

CONNECT WITH US: 
Firmware available in late March 2018.

https://pro-av.panasonic.net/en/eva1/
https://www.instagram.com/panasonicprovideo/
https://www.facebook.com/panasonicprovideoUSA/
https://twitter.com/PanasonicProAV/

